
Water Well Analytical Data 

Land Owner: r.~--~~~~-.I~--~~~~~--~-~!~6-~~~i:~·.J Water Supply Address: [~;~::::::::~:~)DIMOCK, PA 18816 
Water Supply Lat/Long: 41.72601 I 75.87738 Type of Water Supply: 

Water Supply Depth: 205' Age of Water Supply: 3 YEARS 

Treatment (Y/N)· 

Water Quality Indicator Parameters 
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Primary Maximum Contaminant Levels 

Secondary Maximum Contaminant Levels 6.5-8.5 

Recommended Action Levels 

BEFORE TREATMENT AT WELL HEAD AT HYDRANT APPROX 100 
06/24/2011 

GALLONS 
BETHANY RIEDER Q5602 <1 197 21.56 158 

BEFORE TREATMENT SYSTEM AT WELL HEAD AT HYDRANT 
06/24/2011 

APPROX 150 GALLONS 
BETHANY RIEDER Q5603 <1 199 14.64 146.2 

BEFORE TREATMENT SYSTEM AT WELL HEAD AT HYDRANT 
06/24/2011 

APPROX. 225 GALLONS 
BETHANY RIEDER Q5604 <1 202 13.5 126.4 

BEFORE TREATMENT SYSTEM- AT WELL HEAD AT HYDRANT 
06/24/2011 

APPROX 300 GALLONS 
BETHANY RIEDER Q5605 <1 200 15.16 142.9 

BEFORE TREATMENT AT WELL HEAD AT HYDRANT APPROX 375 
06/24/2011 

GALLONS 
BETHANY RIEDER Q5606 <1 196 12.74 146.1 

BEFORE TREATMENT SYSTEM AT WELL HEAD AT HYDRANT 
06/24/2011 

APPROX 450 GALLONS 
BETHANY RIEDER Q5607 <1 206 14.7 124.2 

BEFORE TREATMENT AT WELL HEAD AT HYDRANT APPROX 525 
06/24/2011 

GALLONS 
BETHANY RIEDER Q5608 <1 200 13.21 140.4 

BEFORE TREATMENT SYSTEM AT WELL HEAD AT HYDRANT 
06/24/2011 

APPROX 600 GALLONS 
BETHANY RIEDER Q5609 <1 198 12.2 143.2 

BEFORE TREATMENT@ HYDRANT- 150 GALLONS 06/24/2011 BETHANY RIEDER 680-70010-1 

BEFORE TREATMENT@ WELL HEAD- 600 GALLONS 06/24/2011 BETHANY RIEDER 680-70010-2 

Notes: 

a- Maximum Contaminant Levels per E.P.A.'s National Primary Drinking Water Regulations. Safe Drinking Water Act (42 USC Chapter 6A Section 300f) 

b-E. P.A. National Secondary Drinking Water Regulations are non-enforceable guidelines regarding contaminants that may cause cosmetic effects or aesthetic effects in drinking water. 

c- Recommended action level from the Office of Surface Mining Reclamation and Enforcement- Appalachian Regional Coordinating Center, Pittsburgh, PA (September 2001) 

d- Samples with no Sample ID or a Sample ID beginning with a Qare from Quantum Laboratories. Sample I D's beginning with aD are from DEP Bureau of Laboratories. 

e- Procedures for collecting water samples are detailed in the SOP (available on request) and summarized in the following: Water is run from sampling point for approximately 10 to 15 

minutes to purge any water in the pipes and storage tank. If there is an aerator in the faucet it is removed prior to sampling. The sampler dons gloves and fills the appropriate containers 

provided by the laboratory for the respective analyses. The sampling point is swabbed inside and out with disinfectant and then purged prior to collection of samples for bacterial analysis. 

Field measurements are made with instruments that have been properly calibrated and the LELofthe sample headspace is measured for both hot and cold water sources, if available. 
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Gas Well Operator: Cabot Oil & Gas Corporation 

Gas Well: LEWIS H. 2 

Gas Well Permit No: 3711520030 
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Water Well Analytical Data 

Land Owner: Water Supply Address: C~;~~~;~~,~~-j~~~~;J DIMOCK, PA 18816 Gas Well Operator: Cabot Oil & Gas Corporation 

Water Supply Lat/Long: 

Water Supply Depth: 

Treatment (Y/N): 

Location 

41.72601 1 75.87738 

205' 
y 

Primary Maximum Contaminant Levels 

Secondary Maximum Contaminant Levels ' 

Recommended Action Levels 

BEFORE TREATMENT AT WELL HEAD AT HYDRANT APPROX 

100 GALLONS 

Type of Water Supply: N/A 

Age of Water Supply: 3 YEARS 

Sample Date Sampled By Sample ID' 

0.01 0.005 

0.05-0.2 

06/24/2011 BETHANY RIEDER Q5602 

Gas Well: LEWIS H. 2 

Gas Well Permit No: 3711520030 

Total Metals Dissolved Gases 

0.1 0.015 0.002 0.05 

0.3 0.05 0.1 

28,000 

BEFORE TREATMENT SYSTEM AT WELL HEAD AT HYDRANT 

APPROX 150 GALLONS 
06/24/2011 BETHANY RIEDER Q5603 4.04 0.01 0.282 0.002 32.1 0.006 8.8 0.008 7.39 0.233 <0.0002 5.7 <0.005 <0.005 13.2 0.755 26 <0.05 910 <0.05 <0.05 

BEFORE TREATMENT SYSTEM AT WELL HEAD AT HYDRANT 

APPROX. 225 GALLONS 

BEFORE TREATMENT SYSTEM- AT WELL HEAD AT HYDRANT 

APPROX 300 GALLONS 

BEFORE TREATMENT AT WELL HEAD AT HYDRANT APPROX 

375 GALLONS 

BEFORE TREATMENT SYSTEM AT WELL HEAD AT HYDRANT 

APPROX 450 GALLONS 

BEFORE TREATMENT AT WELL HEAD AT HYDRANT APPROX 

525 GALLONS 

06/24/2011 BETHANY RIEDER Q5604 

06/24/2011 BETHANY RIEDER Q5605 

06/24/2011 BETHANY RIEDER Q5606 

06/24/2011 BETHANY RIEDER Q5607 

06/24/2011 BETHANY RIEDER Q5608 

1.78 0.007 0.244 <0.002 31 <0.005 3.7 0.004 6.52 0.109 <0.0002 2.58 <0.005 <0.005 12.5 0.737 

3.17 0.01 0.275 <0.002 31.3 0.006 6.68 0.007 6.95 0.192 <0.0002 2.92 <0.005 <0.005 12.5 0.741 

BEFORE TREATMENT SYSTEM AT WELL HEAD AT HYDRANT 

APPROX 600 GALLONS 
06/24/2011 BETHANY RIEDER Q5609 2.81 0.01 0.28 <0.002 32.9 0.006 5.24 0.004 7.15 0.151 <0.0002 2.77 <0.005 <0.005 12.7 0.773 19 <0.05 720 <0.05 <0.05 

BEFORE TREATMENT@ HYDRANT- 150 GALLONS 06/24/2011 BETHANY RIEDER 680-70010-1 0.82 0.0024 0.3 <0.0001 34 <0.002 1.8 0.0028 7.1 0.13 <0.0002 <0.002 <0.001 13 0.74 67.5 

BEFORE TREATMENT@ WELL HEAD- 600 GALLONS 06/24/2011 BETHANY RIEDER 680-70010-2 1.7 0.0044 0.28 <0.0001 34 0.0096 3.1 0.0035 7.2 0.12 <0.0002 2.3 <0.002 <0.001 12 0.73 <26 

Notes: 

a- Maximum Contaminant Levels per E.P.A. 's National Primary Drinking Water Regulations. Safe Drinking Water Act (42 USC Chapter 6A Section 300f) 

b- E.P.A. National Secondary Drinking Water Regulations are non-enforceable guidelines regarding contaminants that may cause cosmetic effects or aesthetic effects in drinking water. 

c- Recommended action level from the Office of Surface Mining Reclamation and Enforcement- Appalachian Regional Coordinating Center, Pittsburgh, PA (September 2001) 

d- Samples with no Sample ID or a Sample ID beginning with a Q are from Quantum Laboratories. Sample I D's beginning with a Dare from DEP Bureau of Laboratories. 

e- Procedures for collecting water samples are detailed in the SOP (available on request) and summarized in the following: Water is run from sampling point for approximately 10 to 15 

minutes to purge any water in the pipes and storage tank. If there is an aerator in the faucet it is removed prior to sampling. The sampler dons gloves and fills the appropriate containers 

provided by the laboratory for the respective analyses. The sampling point is swabbed inside and out with disinfectant and then purged prior to collection of samples for bacterial analysis. 

Field measurements are made with instruments that have been properly calibrated and the LEL of the sample heads pace is measured for both hot and cold water sources, if available. 
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Land Owner: r:~:~~~:~~~~~~~i~~~~i:~rl~~<::r.:~:~J Water Supply Address: 

Water Supply Lat/Long: 
Water Supply Depth: 

Treatment (Y/N)· 

Location 

41.72601/75.87738 
205' 
y 

Primary Maximum Contaminant Levels 

Secondary Maximum Contaminant Levels b 

Recommended Action Levels c 

BEFORE TREATMENT AT WELL HEAD AT HYDRANT APPRO X 100 

GALLONS 

BEFORE TREATMENT SYSTEM- AT WELL HEAD AT HYDRANT 

APPRO X 300 GALLONS 

BEFORE TREATMENT AT WELL HEAD AT HYDRANT APPRO X 375 

GALLONS 

BEFORE TREATMENT SYSTEM AT WELL HEAD AT HYDRANT 

APPROX 450 GALLONS 

BEFORE TREATMENT SYSTEM AT WELL HEAD AT HYDRANT 

APPRO X 600 GALLONS 

BEFORE TREATMENT @ HYDRANT - 150 GALLONS 

BEFORE TREATMENT@ WELL HEAD- 600 GALLONS 

DIM0066700 

Type of Water Supply: 
Age of Water Supply: 

Sample Date Sampled By Sample ID' 

06/24/2011 05602 

06/24/2011 05603 

06/24/2011 05604 

06/24/2011 OS605 

06/24/2011 05606 

06/24/2011 05607 

06/24/2011 05608 

06/24/2011 05609 

06/24/2011 BETHANY RIEDER 680-70010-1 <0.0005 <O.OOOS 

06/24/2011 BETHANY Rl EDER 680-70010-2 <0.0005 <0.0005 

Water Well Analytical Data 

:.:::~0::::-;::;:;J DIMOCK, PA 18816 

N/A 
3 YEARS 

Petroleum 
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Gas Well Operator: Cabot Oil & Gas Corporation 

Gas Well: LEWIS H. 2 
Gas Well Permit No: 3711520030 

Volatile Organic Compounds Other 
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Water Well Analytical Data 

Gas Well Operator: Cabot Oil & Gas Corporation 

GasWell: LEWISH.2 
Gas Well Permit No· 

WaterQualitylndicatorParameters Biological 

E 

~ ~ ~ ~ ~ ~ ~ f 3 ~ g 
:;-

:c "' 0 E 'E. ~ >-- !::' Sample Date Sampled By SampleiD d 

Primary Maximum Contaminant Levels 

SecondaryMaximumContaminantlevels 

BEFORE TREATMENT@ HYDRANT· 450 GALLONS 06/24/2011 BETHANY RIEDER 680-70010·3 

BEFORE TREATMENT@ HYDRANT- 300 GALLONS 06/24/2011 BETHANY RIEDER 680-70010-4 

WELLl·BEFORETREATMENTATHYDRANT 06/30/2011 

BEFORE TREATMENT SYSTEM AT TOP OF HYDRANT 10/11/2011 

SafeDrinkingWaterAct(42USCChapter6ASection300f) 
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c.~~::o~~~~~~~~~~~~~i.~~~~J Water Supply Address: 

205' 

Sample Date Sampled By Sample ID d 
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Primarv Maximum Contaminant Levels 

SecondaryMaximumContaminantlevels b 

BEFORE TREATMENT@ HYDRANT -450 GALLONS 06/24/2011 BETHANY RIEDER 680-70010-3 

BEFORE TREATMENT@ HYDRANT -300 GALLONS 06/24/2011 BETHANY RIEDER 680-70010-4 

WELLl- BEFORE TREATMENT AT HYDRANT 06/30/2011 

BEFORE TREATMENT SYSTEM AT TOP OF HYDRANT 10/11/2011 

a- Maximum Contaminant Levels per E.P.A.'s National Primary Drinking Water Regulations. Safe Dnnkmg Water Act (42 USC Chapter 6A Section 300f) 

b- E.P.A. National Secondary Drinking Water Regulations are non-enforceable guidelines regarding contaminants that may cause cosmetic effects or aesthetic effects in drinking water 

c- Recommended action level from the Office of Surface Mining Reclamation and Enforcement -Appalachian Regional Coordinating Center. Pittsburgh, PA (September 2001) 

minutes to purge any water in the pipes and storage tank. 1ft here is an aerator in the faucet it is removed pr1orto sampling. The sampler dons gloves and fills the appropriate contamers 

provldedbythelaboratoryfortherespectlveanalyses.Thesampllngpolntlsswabbedlnsldeandoutwlthdlslnfectantandthenpurgedpnortocollectlonofsamplesforbactenalanalysls 

Field measurements are made with instruments that have been properly calibrated and the LEL of the sample heads pace is measured for both hot and cold water sources, if available. 
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Gas Well Operator: Cabot Oil & Gas Corporation 
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GasWeiiPermitNo: 3711520030 
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WaterWeiiAnalyt1caiData 

Gas Well Operator: Cabot Oil & Gas Corporation 

GasWell: LEWISH.2 

Volatile Organic Compounds 

j L ij: z-::; h -i~ f 
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~ ~ ~ ~~ ;:1 E ~ ~ " ;,;- ~~ SampleDate SampledBy 

Primary Maximum Contaminant Levels 

SecondaryMaximumContaminantlevel5 b 

BEFORETREATMENT@HYDRANT-450GALLONS 06/24/2011 BETHANYRIEDER 680-70010-3 

WELL1-BEFORETREATMENTATHYDRANT 06/30/2011 

BEFORETREATMENTSYSTEMATTOPOFHYDRANT 10/11/2011 

SafeDrinkingWaterActi42USCChapter6ASection300f) 
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